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Accessories

Camera Bracket

Model

DS-1203ZJ (White) DS-1203ZJ-S (Silver) DS-1202ZJ (White)
DS-1209ZJ-S
(Silver)

DS-1204ZJ-S
(Silver)

DS-1204ZJ-B (Black)

Pendant mount Pendant mount Pendant mount Pendant mount Desktop mount Desktop mount 

Feature
Suitable for box camera, 
except Infrared camera

Suitable for box camera, 
except Infrared camera

Suitable for card camera
Suitable for box camera, 
except Infrared camera

Desktop mounting for box 
camera

Desktop mounting for box 
camera

Construction Aluminum alloy Aluminum alloy Aluminum alloy Aluminum alloy Aluminum alloy Aluminum alloy
Weight 130 g (0.29 lbs) 130 g (0.29 lbs) 65g(0.14lbs) 150 g (0.33 lbs) 110 g (0.24 lbs) 110 g (0.24 lbs)

Dimension

Φ80 × 171 mm 
(Φ3.15" × 6.73'')

Φ80 × 171 mm 
(Φ3.15" × 6.73'')

Φ80×115
(Φ3.15”×4.53’’)

Φ97 × 232 mm 
(Φ3.82" × 9.13'')

Height 186 mm MAX (7.32'') Height 186 mm MAX (7.32'')

 

Unit: mm

Model

 

DS-1210ZJ-S
(Silver)

DS-1212ZJ-S
(Silver)

DS-1212ZJ (White)
DS-1213ZJ-S
(Silver)

DS-1213ZJ-W (White)
DS-1229ZJ
(White)

Pendant mount Indoor wall mount Indoor wall mount 
Indoor/Outdoor wall 
mount  

Indoor/Outdoor wall mount  Vandal-proof wall mount

Feature
Suitable for box camera, 
except Infrared camera

Suitable for box camera , 
indoor housing

Suitable for box camera , 
indoor housing

Suitable for box camera, 
indoor/outdoor housing

Suitable for box camera, 
indoor/outdoor housing

Suitable for 
DS-2CD753F-E, 
DS-2CD754F-E,
DS-2CD763P(N)F-E, 
DS-2CD793P(N)F-E, 
DS-2CD793P(N)FWD-E, DS-2CD733F-E 
vandal-proof dome camera

Construction Aluminum alloy Aluminum alloy Aluminum alloy Aluminum alloy Aluminum alloy Aluminum alloy

Weight 170 g (0.37 lbs) 360 g (0.79 lbs) 360 g (0.79 lbs) 765 g (1.68 lbs) 765 g (1.68 lbs) 580 g (1.28 lbs)

Dimension

Φ97 × 312 mm 
(Φ3.82" × 12.28'')

65 × 95 × 188.5 mm 
(2.56'' × 3.74'' × 7.40")

65 × 95 × 188.5 mm 
(2.56'' × 3.74'' × 7.40")

83 × 123.9 × 304 mm 
(3.27'' × 4.88'' × 11.97")

83 × 123.9 × 304 mm 
(3.27'' × 4.88'' × 11.97")

100 × 182.5 × 251 mm 
(3.94'' × 7.19'' × 9.88")

Unit: mm
Unit: mm Unit: mm Unit: mm

 

Unit: mm

 

Unit: mm
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Model

DS-1227ZJ (White) DS-1217ZJ (White) DS-1214ZJ (White) DS-1215ZJ (White)
Indoor in-ceiling mount Vandal-proof wall mount Pole mount adapter Pole mount adapter

Feature

Suitable for 
DS-2CD753F-E, 
DS-2CD754F-E, 
DS-2CD763P(N)F-E, 
DS-2CD793P(N)F-E, 
DS-2CD793P(N)FWD-E, DS-2CD733F-E 
vandal-proof dome camera

Suitable for 
DS-2CD752MF-(I)FB(H), 
DS-2CD762MF-(I)FB(H) 
dome camera

Suitable for box camera and housing 
(Universal adjustment)  

Suitable for DS-1212ZJ, DS-1213ZJ, DS-
1225ZJ and DS-1226ZJ, DS-1217ZJ, DS-
1229ZJ bracket  
Diameter range: Φ91 - 114 mm (Φ3.59" - 4.49")

Construction Sheet Metal and ABS Aluminum alloy Aluminum alloy Aluminum alloy

Weight 540 g (1.19 lbs) 1395 g (3.08 lbs) 1895 g (4.18 lbs) 1205 g (2.66 lbs)

Dimension

Φ210.0 × 90 mm 
(Φ8.27'' × 3.54'')

95 × 180 × 310.2 mm 
(3.86'' × 7.09'' × 12.21")

117 × 194 × 226 mm 
(4.61'' × 7.64'' × 8.90")

117 × 194 × 143 mm 
(4.61'' × 7.64'' × 5.63")

Bore Size
Unit: mm

Unit: mm

Unit: mm Unit: mm

Model

DS-1239ZJ (White) DS-1240ZJ (White) DS-1233ZJ (White) DS-1234ZJ (White)
DS-1235ZJ
(White)

Vandal-proof wall mount Tilted wall-mount
Pendant mount for dome 
camera

Electric-box mount ----

Feature

Suitable for 
DS-2CD753F-E, 
DS-2CD754F-E, 
DS-2CD763P(N)F-E, 
DS-2CD793P(N)F-E, 
DS-2CD793P(N)FWD-E, 
DS-2CD733F-E vandal-proof dome camera

Enlarge the visual angle with 10°, Suitable for DS-
2CC5102P(N)-VP(IR)(-H), DS-5173P(N)-VP(IR)
(-H), DS-5182P(N)-VP(IR)(-H), DS-5183P(N)-
VP(IR)(-H), DS-5185P(N)-VP(IR)(-H), DS-
5187P(N)-VP(IR)(-H), DS-5193P(N)-VP(IR)(-H), 
DS-5195P(N)-VP(IR)(-H) and DS-5197P(N)-VP(IR)
(-H)

Suitable for DS-2CD752MF-
(I)FB(H), DS-2CD762MF-(I)
FB(H) dome camera

Suitable for DS-2CD7133-E 
and DS-2CD7153-E

----

Construction Aluminum alloy Aluminum alloy Aluminum alloy ABS plastic Aluminum alloy

Weight 1060 g (2.34 lbs) 390 g (0.86 lbs) 915 g (2.02 lbs) 25 g (0.06 lbs) 180g(0.26lbs)

Dimension

100 × 182 × 291 mm 
(3.94'' × 7.17'' × 11.5")

Φ145 × 63 mm 
(Φ5.71'' × 0.86'')

Φ120 × 59.8 mm
(Φ4.72'' × 2.35'') 

Φ120 × 9 mm  
(Φ4.72'' × 0.35'')

Φ124×57
(Φ4.88’’×2.24’’)

Unit: mm

Unit: mm

 

Unit: mm

Unit: mm
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Model

DS-1236ZJ (White) DS-1242ZJ (White) DS-1243ZJ (White) DS-1244ZJ (White)
DS-1651ZJ-S
(Silver)

DS-1652ZJ-S
(Silver)

DS-1611ZJ-S
(Silver)

Pendant mount for mini-
dome camera

Unify Pendant mount 
for dome camera

Unify Pendant mount 
for dome camera

Edge-shelter mount 
Indoor Pendant mount (30 
cm)

Indoor Pendant mount (50 
cm)

Indoor wall mount

Feature
Suitable for DS-
2CD7133-E and DS-
2CD7153-E

Unitary looking
Unitary looking,with 
electric box

Suitable for 
DS-2CC5102P(N), DS-
2CC5112P(N), DS-
2CC5172P(N), DS-
2CC5182P(N), DS-
2CC5192P(N).

Suitable for indoor 30 cm 
pendant mounting 

Suitable for indoor 50 cm 
pendant mounting

Suitable for indoor 
mounting

Construction
Aluminum alloy, ABS 
plastic

Aluminum alloy Aluminum alloy ABS plastic Aluminum alloy Aluminum alloy Aluminum alloy

Weight 205 g (0.45 lbs) 1570 g (3.46 lbs) 1880 g (4.14 lbs) 1015 g (2.24 lbs) 1320 g (2.91 lbs) 1110 g (2.45 lbs)

Dimension

Φ124 × 64 mm
(Φ4.88'' × 2.52'')

739 × 187 × 122 mm
(29.09'' × 7.36'' × 4.80'')

364 × 186 × 182 mm 
(14.33'' × 7.32'' × 7.17'')

Φ120 × 12 mm
(Φ4.72'' × 0.47'')

Φ117×312.5
(Φ4.61'' × 12.31'')

Φ117×512.5
(Φ4.61'' × 20.19'')

97 × 194.1 × 310  
(3.82'' × 7.64'' ×12.20'')

Unit: mm

Unit: mm Unit: mm

 

Unit: mm

Camera Power 

Model

BSW0127-1210002(3C) BSW0127-1210002 BSW0127-1210002 BSW0127-1210002
DC 12 V / 1.0 A DC 12 V / 1.0 A DC 12 V / 1.0 A DC 12 V  /1.0A

Feature China 2-Pin British 3-Pin North American 2-Pin European 2-Pin
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4" Speed Dome Bracket

Model

DS-1616ZJ DS-1671ZJ DS-1653ZJ DS-1654ZJ
Indoor long-arm wall mount Indoor in-ceiling mount Indoor pendant mount (30 cm) Indoor pendant mount (50 cm)

Feature Suitable for indoor wall mounting  Suitable for in-ceiling mounting Suitable for indoor 30cm pendant mounting Suitable for indoor 50cm pendant mounting 
Construction Aluminum alloy Sheet metal and ABS Aluminum alloy Aluminum alloy

Weight 1,110 g (2.45 lbs) 500 g (1.1 lbs) 860 g (1.9 lbs) 1,180 g (2.6 lbs)

Dimension  

97 × 194.1 × 310 mm
(3.82" × 7.64'' × 12.20")

Φ194 × 94.3 mm
(Φ7.64" × 3.71'')

Φ117×312.5
(Φ4.61'' × 12.31'') 

Φ117×512.5
(Φ4.61'' × 20.19'')

Bore Size
Unit: mm

5" Speed Dome Bracket

Model

DS-1614ZJ DS-1615ZJ DS-1633ZJ DS-1622ZJ DS-1634ZJ
Long-arm wall mount  Indoor short-arm wall mount  Suitable for corner mounting Pole mount Power box mount

Feature
Suitable for indoor/outdoor wall 
mounting 

Suitable for indoor wall mounting Aluminum alloy
Suitable for pole mounting 
Diameter range: Φ91 - 114 mm 
(Φ3.58" - 4.49")

Suitable for indoor/outdoor wall 
mounting

Construction Aluminum alloy Aluminum alloy Corner mount Aluminum alloy Aluminum alloy

Weight 1,070 g (2.36 lbs) 1,015 g (2.24 lbs) 2,675 g (5.9 lbs) 2,000 g (4.41 lbs) 3770 g (8.31 lbs)

Dimension

97 × 194.1 × 310 mm
(3.82" × 7.64'' × 12.20")

140 × 200 × 182 mm
(5.51" × 7.87'' × 7.17")

176.8 × 194 × 419.5 mm
(6.96" × 7.64" × 16.52'')

117 × 194 × 310 mm
(4.61"" × 7.64"" × 12.20'')

209.2 × 310 × 399.1 mm
(8.24" × 12.20" × 15.71")

Unit: mm Unit: mm
Unit: mm

Unit: mm

 

Unit: mm



www.hikvision.com 139

Camera Housing

Model

DS-1311HZ DS-1312HZ DS-1313HZ
Outdoor camera housing Outdoor camera housing Outdoor camera housing

Feature Easy installation Built-in heater, wiper and fan Built-in heater and fan

Working Temperature
-10 °C - 60 °C 
(14 °F - 140 °F)

-40 °C - 70 °C 
(-40 °F - 158 °F) 
(the heater and fan activates when there is temperature 
variance below ±5 °C.)

-40 °C - 70 °C 
(-40 °F - 158 °F) 
(the heater and fan activates when there is temperature 
variance below ±5 °C.)

Power Supply -- 24 V AC ± 10% 24 V AC ± 10%
Power Consumption -- Heater 50 W, Fan 3 W, Wiper 5 W Heater 50 W, Fan 3 W

Weather Proof IP66 IP66 IP66
Construction Aluminum alloy Aluminum alloy Aluminum alloy

Weight 2300 g (5.07 lbs) 2615 g (5.77 lbs) 2415 g (5.32 lbs)

Dimensions

138.6 × 146.9 × 460 mm 
(5.46'' × 5.78'' × 18.11")

138.6 × 166.4 × 460 mm 
(5.46'' × 6.55'' × 18.11")

138.6 × 146.9 × 460 mm 
(5.46'' × 5.78'' × 18.11")

Unit: mm

Unit: mm
Unit: mm

Model

DS-1320HZ DS-1325HZ
Indoor camera housing Built-in heater, wiper and fan

Feature Special button for ON/OFF Suitable for thermal network camera

Working Temperature
-10 °C - 60 °C 
(14 °F - 140 °F)

-10 °C - 60 °C 
(14 °F - 140 °F)(the heater and fan activates when there is 
temperature variance below ±5 °C.)

Power Supply -- AC24V
Power Consumption -- Heater 50W, Fan 3W, Wiper 5W

Weather Proof -- IP66

Construction ABC plastic
window: germanium
housing: Aluminum alloy

Weight 600 g (1.32 lbs) 2725g(6.01lbs)

Dimensions

300 × 110 × 110 mm 
(11.81'' × 4.33'' × 4.33'')

138.6×166.4×460
(5.46’’×6.55’’ ×18.11”)

Unit: mm

300.2

257

1
08

.7
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Model

TF0216 TF0412-IR TF0612-IR TF0812-IR
Fixed Iris
Fixed Focus Lens

Fixed Iris
Fixed Focus IR Lens

Fixed Iris
Fixed Focus IR Lens

Fixed Iris
Fixed Focus IR Lens

Focal Length 2.1mm 4mm 6mm 8mm

Aperture Range F1.6 F1.2 F1.2 F1.2
Lens Mount CS CS CS CS

Format 1/3" 1/3" 1/3" 1/3"

Horizontal Angle of 
View

1/3" 122.4° 1/3" 59° 1/3" 43.6° 1/3" 33.4°
1/4" 85° 1/4" 44° 1/4" 32.7° 1/4" 25.05°

Min.Working Distance 0.1 m 0.2 m 0.2 m 0.2 m
Weight 55 g 36 g 39 g 39 g

Application Within 5 meters Within 10 meters Within 15 meters Within 20 meters

Dimension

Φ30 × 20.7 mm (Φ1.18" × 0.81") Φ28 × 27.3 mm (Φ1.10" × 1.07") Φ28 × 30 mm (Φ1.10" × 1.18") Φ28 × 30 mm (Φ1.10" × 1.18")

   

Lens

Model

TV0309D-IR TV3508M TV2713D-IR TV0550D-IR TV0660M-IR
Auto Iris
Vari-focal IR Lens

Manual Iris
Vari-focal Lens

Auto Iris
Vari-focal IR Lens

Auto Iris
Vari-focal IR Lens

Manual Iris
Vari-focal IR Lens

Focal Length 3 ~ 9 mm 3.5 ~ 8 mm 2.7 ~ 13 mm 5 ~ 50 mm 6 ~ 60 mm
Aperture Range F1.2-C F1.4-C F1.3-C F1.4-C F1.6-C

Lens Mount CS CS CS CS CS

Format 1/3" 1/3" 1/3" 1/3" 1/3"

Horizontal Angle of 
View

1/3" 111° ~ 31.6° 1/3" 78° ~ 34° 1/3" 98° ~ 22° 1/3" 49° ~ 5.4° 1/3" 42° ~ 4.5°
1/4" 69.6° ~ 23.4° 1/4" 58° ~ 26° 1/4" 73.1° ~ 17.1° 1/4" 36.8° ~ 4° 1/4" 32° ~ 3.4°

Min.Working Distance 0.2 m 0.1 m 0.3 m 0.5 m 0.5 m
Iris Control DC Manual DC DC Manual

Weight 45 g 105 g 78 g 118 g 108 g
Application Within 20 meters Within 20 meters Within 30 meters Within 100 meters Within 100 meters

Dimension

Φ33 × 45.8 mm
(Φ1.30" × 1.80")

Φ33 × 44 mm
(Φ1.30" × 1.73")

Φ38.8 × 59 mm
(Φ1.53" × 2.32")

Φ35.4 × 61 mm
(Φ1.39" × 2.40")

Φ37 × 63.6 mm
(Φ1.46" × 2.50")
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Model

TF0216 TF0412-IR TF0612-IR TF0812-IR
Fixed Iris
Fixed Focus Lens

Fixed Iris
Fixed Focus IR Lens

Fixed Iris
Fixed Focus IR Lens

Fixed Iris
Fixed Focus IR Lens

Focal Length 2.1mm 4mm 6mm 8mm

Aperture Range F1.6 F1.2 F1.2 F1.2
Lens Mount CS CS CS CS

Format 1/3" 1/3" 1/3" 1/3"

Horizontal Angle of 
View

1/3" 122.4° 1/3" 59° 1/3" 43.6° 1/3" 33.4°
1/4" 85° 1/4" 44° 1/4" 32.7° 1/4" 25.05°

Min.Working Distance 0.1 m 0.2 m 0.2 m 0.2 m
Weight 55 g 36 g 39 g 39 g

Application Within 5 meters Within 10 meters Within 15 meters Within 20 meters

Dimension

Φ30 × 20.7 mm (Φ1.18" × 0.81") Φ28 × 27.3 mm (Φ1.10" × 1.07") Φ28 × 30 mm (Φ1.10" × 1.18") Φ28 × 30 mm (Φ1.10" × 1.18")

   

Model

MF1214M-MP MF1614M-MP MF2514M-MP MF5018M-MP
Manual Iris 
Fixed Focus Megapixel Lens

Manual Iris 
Fixed Focus l Megapixel Lens

Manual Iris 
Fixed Focus Megapixel Lens

Manual Iris 
Fixed Focus Megapixel Lens

Focal Length 12 mm 16 mm 25 mm 50 mm
Aperture Range F1.4-C F1.4-C F1.4-C F1.8-C

Lens Mount C C C C

Format 2/3" 2/3" 2/3" 2/3"

Horizontal Angle of View
2/3" 39.9° 2/3" 30.4° 2/3" 19.9° 2/3" 9.2°
1/2" 29.89° 1/2" 22.62° 1/2" 14.59° 1/2" 7.32°

Min.Working Distance 0.15 m 0.3 m 0.25 m 0.5 m
Iris Control Manual Manual Manual Manual

Weight 76 g 81 g 83 g 98 g
Application Within 40 meters Within 50 meters Within 80 meters Within 200 meters

Dimension

Φ34 × 32 mm (Φ1.34" × 1.26") Φ34 × 31.8 mm (Φ1.34" × 1.25") Φ34 × 35.4 mm (Φ1.34" × 1.39") Φ34 × 39.7 mm (Φ1.34" × 1.56")

Model

TV2712D-MPIR TV0515M-MPIR TV0515D-MPIR HV4510M-MPIR HV4510D-MPIR
Auto Iris
Vari-focal Megapixel
IR Lens

Manual Iris 
Vari-focal Megapixel IR Lens

Auto Iris 
Vari-focal Megapixel IR Lens

Manual Iris 
Vari-focal Megapixel IR Lens

Auto Iris 
Vari-focal Megapixel IR Lens

Focal Length 2.7-12mm 5 ~ 15 mm 5 ~ 15 mm 4.5 ~ 10 mm 4.5 ~ 10 mm
Aperture Range F1.2-C F1.4-C F1.4-C F1.6-C F1.6-C

Lens Mount CS CS CS CS CS
Format 1/2.7" 1/3" 1/3" 1/2" 1/2"

Horizontal Angle of View
1/3" 97.2°~24.3° 1/3" 52° ~ 18° 1/3" 41° ~ 19° 1/2" 80.5° ~ 37° 1/2" 80.5° ~ 37°
1/4" 72.1°~18.4° 1/4" 39° ~ 14° 1/4" 36° ~ 15° 1/3" 60° ~ 29° 1/3" 60° ~ 29°

Min.Working Distance 0.1m 0.2 m 0.2 m 0.1 m 0.1 m
Iris Control DC Manual DC Manual DC

Weight 85 g 55 g 58 g 78.6 g 76.7 g
Application Within 30 meters Within 50 meters Within 50 meters Within 30 meters Within 30 meters

Dimension

Φ48.5×61.3 (Φ1.91”×2.41”) Φ31 × 42.1 mm (Φ1.22" × 1.66") Φ29 × 38.2 mm (Φ1.14" × 1.50") Φ33 × 39.7 mm (Φ1.30" × 1.56") Φ38 × 38.2 mm (Φ1.50" × 1.50")
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